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<Revision History>
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	Major changes
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Ver 2.03
	2006/09/29
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2007/05/22
	Initial release

Improved the echo canceller function
Correction according to hardware change


This document provides information about limits and changes in PCSA-SCG50 Ver 2.03.

<About change of Ver2.03>
A hardware change of PCS-G50 is planned in May 2007. PCS application software has to be changed for the checking hardware block. This hardware change has no limitation of all functions.
PCSA- SCG50 Ver2.03 is supporting both current hardware and new hardware.
<About Ver 2>

PCSA-SCG50 is the SCCP software for PCS-G50.

The following main functions have been added to the previous versions of the SCCP software (PCSA-SC1, PCSA-SCTL50, and PCSA-SCTL30).

· Far End Camera Control

Added a camera control function for the remote camera on the other end of the call.

· PC Image sending

Function that allows switching the video source to RGB input from the connected PCSA-DSB1S.

Produces the same mode and resolution for the video used during communication.

· Cisco Unified Call Manager 5 compatible

· Expansion for compatible softkeys

· Expanded history function

Sent, Received, and Missed calls have been added to the history format.

<Problems in Ver 2.03>

1. Problems with the Far End Camera Control when using Cisco Unified CallManager Ver 5.x

When using Cisco Unified CallManager Ver 5.0, the Far End Camera Control cannot be used.

* Cisco Unified CallManager Ver 4.x can be used without problems.

This problem can be attributed to an error within Cisco Unified CallManager 5.0. (DDTS No. CSCsf32275)

Cisco Unified CallManager5.1, Far End Camera Control can be used by entering a service command (CM5FECCON).
